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NSA RUBY ADHESIVE

Superior Levels Of Adhesion And Deformability
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Description

Nsa ruby is a hi-tech single part adhesive with superior levels of adhesion and deformability. 
it isa high performance dry set adhesive for use with water or latex for installing ceramic tiles, 
marble ,stone, any kind of non porous or vitreous tiles or synthetic stone. use with super latex sbr for
 high performance for interior and exterior laying and over laying of sites. It has a special function 
that works specifically to counter conditions such as external pressures on 
cladding tiles of the skyscrapers and large format tiles with overlaying on 
existing floors. it is a secure professional method of laying for it has high 
deformability up to 10 mm thickness. 
Advantages

 High polymer modified adhesive•
 Easy mixing ,Smooth application &Better workability•
Suitable for homogeneous tiles, ceramics, large formats, low thickness • 

   slabs and stable natural stone.
 For use on walls & floors in interior & exterior.•
 High strength & Water resistance. •
Good bonding adhesion & Mineral adhesive for high adhesion.• 
Fixing wide rang of tiles• 
High-performance laying, ideal for use in industrial and commercial applications• 
Adhesive develops an extended open and adjustability time• 

Application Areas

Fixing absorent floor and wall tiles out doors and in doors.• 
Fixing on heating floors.• 
 Fixing poorly absorbent materials or non-absorbent•

  materials such as single-fired tiles, refine porcelain 
  stoneware and vitrified tiles.

Suitable for use when high performances are • 
   required, such as tile fixing in industrial environment
   or fixing on top of old ceramic tiles or natural stone
   indoors, in swimming pools or on facades.
 The tiles can be made of cotto, double fired, •

   single fired ceramic

Substrates

 Concrete floor•
 Hard natural and reconstituted stone on floor•
 Solid rock on floor•
 Cementitious plaster and render•   

Method of Application

Surface Preparation

 The surface should be sound, clean, and free from dirt, oil or grease before•
   nsa gold adhesive is applied.
 Substrate should be in Saturated Surface Dry (SSD) condition before application of adhesive.•
Substrates should be in plumb before application of adhesive• 
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Mixing

 Mix 20 kg of nsa ruby adhesive with 5 to 6 liters of water.•
 Mix to a uniform lump-free consistency using a forced action mixer.•
 Keep it for approximately 5 minutes to fatten it.•
 Hand mixing is recommended for small quantities only.•
 Mix as much quantity as can be consumed in 45 min.•

Application

 Apply nsa ruby adhesive paste on substrate with plain side of notch trowel.•
 Press paste firmly to work into substrate.•
 Comb with notch trowel with notched side, notch trowel to be selected as per required•

   bed thickness.
 Spread as much adhesive paste as can be tiled within 15 minutes.•
 Start placing/fixing of tiles & tap using beating block or rubber mallet.•
 For large format tiles & stone provide back butter for 100 % coverage & firm bonding.•
 Periodically remove a tile to check transfer of material on tile. Also check spread of adhesive,•

   if not proper and if becomes non-sticky then scrap it & apply paste again..
Adding extra water does not improve the workability of the product, may cause• 

  shrinkage in the plastic phase of drying and result in less effective final
  performance with a reduction in compressive strength and adhesion to the
  substrate.

Grouting

• Grouting should preferably be carried out at least 24 hours after the completion of tiling.
 Grouting can be carried out by proofer tiles grout or proofer epoxy grout (two part gel )•

Climate conditions

Cold

 Do not apply tiles when the temperature is below 5º c.•
 the setting of portland cement adhesive and cementitious grout is retreated by low temperature.•

Hot

 The evaporation of moisture in portland cement adhesive and grout Is accelerated by hot & dry condition.•
 Apply water to the surface before application of adhesive.•
 Nsa ruby should not be applied when the temperature is above 45º c.•

Cleaning of tools 

• Clean the tools & equipments with potable water immediately after use.

pack size

20 kg bag.

coverage

approximately 4.5 to 5 m²/20 kg @ 3 mm thickness when using a thin trowel.
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PROPERTIES

Appearance none

Pot life 

Humidity@65%,minutes
temperature@28º c 

> 5 hours none

Open time,minutes  ≥ 30 min. >10 min

Adjustability time ,minutes  ≥ 45 min.. >10 min.

 24 hours none

7 days + 7 days hot

strength

Shear adhesion ,KN

14 days dry

7 days + 7 days wet

≥ 11 KN

≥ 6.80 KN

≥ 5.90 KN

> 4.0 KN

> 4.0 KN

> 8.0 KN

Density wt / vol 1.70  none
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Color
Grey & white 

free flowing 
color: grey & white
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 Limitations 

Do not use on substrates with a gypsum and anhydrite.• 

Heat-radiant slabs,• 

 High-flexibility substrates;•

 Marble floor tiles and natural stone,•

 Metal and wood;•

 On plasterboard;•

 On plastic or resilient materials,•

 On substrates which are wet, subject to moisture rising or in continuous contact with water.•

 Do not use the adhesive to correct substrate irregularities greater than 10 mm•
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